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CONSOL Energy Inc. is demonstrating a novel drilling and production process
that reduces potential methane emissions from coal mining, produces usable methane
(natural gas), and creates a sequestration sink for carbon dioxide (CO,) in unmineable
coal seams. CONSOL’s project employs horizontal drilling to drain coalbed methane
(CBM) from a mineable coal seam and an underlying unmineable coal seam. Upon
drainage of 50-60 percent of the coalbed methane, some of the wells will be used
for CO, injection to sequester the CO, in the unmineable seam, while stimulating
additional methane production. The technique starts with a vertical well drilled from
the surface followed by a guided borehole that extends up to 3,000 feet horizontally
in the coal seam, allowing for production over a large area from relatively few
surface locations.

The project involves development of a 200 acre area involving two coal seams.
The lower, unmineable seam will be degassed and eventually injected with CO,.
The upper, mineable seam will be degassed to produce coalbed methane, thus
avoiding methane emissions when the seam is mined. The upper, mineable seam
will be isolated from the lower, unmineable seam to prevent CO, migration from
the unmineable seam into the mineable seam.

Picture of the North degassing wells
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COST

Total ProjectValue
$13,216,903

DOE/Non-DOE Share
$8,983,942 / $4,232,961
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National Energy
Technology Laboratory
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CUSTOMER SERVICE

1-800-553-7681

WEBSITE

www.netl.doe.gov

Primary Project Goal

To evaluate the effectiveness and economics of CO, sequestration in an unmineable
coal seam.

Objectives

Demonstrate the application of coal seam methane production technology using
horizontal drilling to degasify an unmineable coal seam

Use the sale of methane to reduce the cost of CO, sequestration
Sequester carbon dioxide in a degassed, unmineable coal seam

Demonstrate that the CO, remains sequestered in the coal seam in which it was
injected

Accomplishments

Wells were drilled at three sites, designated south, central, and north. The mineable
seam is the Pittsburgh seam, and the unmineable seam is the Upper Freeport seam.
Horizontal drilling is complete at the south and central well sites.

South Well Site: At the south well site, the horizontal drilling of both the Pittsburgh
seam and Upper Freeport seam is complete. The Pittsburgh seam horizontal legs were
3,000 ft; the upper Freeport seam horizontal legs were 2,500 and 1,500 ft, shorter than
planned due to thinning of the coal seam. The CBM flow, from the Pittsburgh and
Upper Freeport seams, is approximately 350-400 mcfd and 35-50 mcfd, respectively.
Water pumping activities continue for the Pittsburgh seam; water production
averages 350 barrels per day.

Central Well Site: At the central well site, two wells each with two horizontal legs
were drilled in the Upper Freeport seam and completed at 1,000 ft each, as planned.
Piping was installed from the center wells to the amine plant at the south well site.
The total CBM flow from the center wells is approximately 35-50 mcfd.

North Well Site: Two north site Pittsburgh seam wells were completed at 3,000 ft
each, as planned, and one north site Upper Freeport seam well was completed at
2,200 ft, shorter than planned due to thinning of the coal seam. After completion,
dewatering activities commenced but two of the wells suffered down-hole pumping
problems. All three wells were reworked in an attempt to correct the pumping
problem. The Upper Freeport seam well was abandoned due to collapse of the
horizontal element and sump junction. The two Pittsburgh seam wells were
reworked, but CBM gas flows have been limited to a few mcfd. A decision on
any future drilling or reworking of the wells at the north site is pending.

An amine plant was installed at the south well site. The amine plant removes
CO, from the CBM gas and also dries the CBM gas to pipeline quality. Methane
gathering piping was installed from the center and south well sites to the amine
plant. The amine plant output is 375-400 mcfd; approximately 300 mcfd is
being delivered to the pipeline and the remaining gas is being used to power
the gathering equipment.

Benefits

This project will provide a documented case study of the effectiveness and economics
of carbon dioxide sequestration in an unmineable coal seam. The results can be used
by mining and power generation companies who wish to sequester CO, in unmineable
coal seams and by regulatory agencies and the public to aid in policy and permitting
decisions.

Project249.pmd




	Table of Contents


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


